
CM9760-MDA MASTER DISTRIBUTION AMPLIFIER 

TECHNICAL SPECIFICATIONS SECURITY SYSTEM 
DIVISION 13- ELECTRONICS 
SECTION 13 _ _ _ - CLOSED CIRCUIT TELEVISION (CCTV) SYSTEM 
 
PART 2 - PRODUCTS 
 
2.01 GENERAL 
 

A. All equipment and materials used shall be standard components that are regularly 
manufactured and used in the manufacturer’s system. 

 
B. All systems and components shall have been thoroughly tested and proven in actual use. 

 
C. All systems and components shall be provided with the availability of a toll-free (U.S and 

Canada), 24-hour technical assistance program (TAP) from the manufacturer. The TAP shall 
allow for immediate technical assistance for either the dealer/installer or the end user at no 
charge. 

 
D. All systems and components shall be provided with a one-day turnaround repair express and 

24-hour parts replacement. The repair and parts express shall be guaranteed by the 
manufacturer on warranty and non-warranty items. 

 
2.02 MASTER DISTRIBUTION AMPLIFIER 
 

A. The CM9760-MDA Master Distribution Amplifier shall be used as a video distribution system to 
collect video signals, to insert time/date and a programmable title of up to 24 characters. It 
provides 16 ground-isolated video input signals, each signal being distributed to 4 video 
outputs, for a total of 16 inputs and 64 outputs. Each output is selectable to include or exclude 
time/date and title.  

 
B. The master distribution amplifier shall meet or exceed the following design specifications: 

 
1. Operation:   Distributes video signals 
2. Time/Date:   Inserts time and date 
3. Character Generation:  Inserts up to 24 alphanumeric characters 
4. Inputs:    Up to 16 ground-isolated video inputs 
5. Outputs: Up to 4 fully independent video outputs per input (64 total 

outputs) 
6. Individual Output Selection: Allows each video output to include or exclude time/date 

and title generation 
7. Line Compensation: Up to 1,500 feet (457 m) of RG-59/U coax for each video 

input 
8. Input Voltage:  120 VAC, at 60 Hz  
9. Power: Maximum of 25 watts 
10. Fuse: 120V, 250 mA  
11. Communication Ports:   RJ-45 connectors for input and output 
12. Video Input Voltage:  0.5 to 2 Vp-p  
13. Video Output Voltage:  1 Vp-p for each of the four individual outputs 
14. Impedance:   75-ohms terminated, input/output 
15. Ground Isolation:  Each input   
16. Character Adjustment: Individual digital adjustment for brightness and position 
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17. Operating Temperature:   32° to 120°F (0° to 49°C) 
18. Dimensions: 5.25 (H) x 19.00 (W) x 12.9 (D) inches       (13.34 x 48.26 

x 32.77 cm) 
19. Rack Mounting: Standard 19-inch EIA rack, not to exceed 3 rack units 
20. Weight:    Not to exceed 12.65 lb 
21. Certifications:   CE Class B and FCC Class B 

 
C. The master distribution amplifier shall be the Pelco CM9760-MDA or approved equal. 


